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But that Isn’t anything new. Wilton has always paced the 
Industry with new equipment, product Innovations and improved 
ways to boost production and cut costs. 

And we’ve learned howto make our resources work harder 
for you through a planned program of acquisition and 
development. We have acquired product lines and have only 
retained the best. We have honed our technology to a 
fine edge, resulting In products that are industry leaders. 

In the process, we have gained an in-depth knowledge of this 
business that’s a real asset to you. 

Today Wilton’s broad line of vises, clamps 
and workholding equipment is more 
efficient and productive than ever. 

And we’re continuing to introduce new 
models, improve our present products 
and provide more versatile accessories. 

Recently, we have been reaching 
In all directions to broaden our 
capabilities so that we can serve 
you better. We are expanding our 
Winchester and Schiller Park 
plants, streamlining our dealer 
network, connecting our general 
offices in Des Plaines to our 
plants via a computerized ordering 
and customer acknowledgment 
system. A separate tool parts 
center at Schiller Park assures 
better control and delivery of 
orders. A major effort to make 
Wilton more integrated than most 
tool manufacturers is now complete 
with the addition of two foundries 
— one by acquisition, the other a 
unique, Wilton-designed cast iron 
foundry with the most modern 
production equipment, pollution- 
free controls and air conditioning. 

What does this all mean 
to you? Greater selection and 
availability to meet the growing 
demand for Wilton products. More 
exacting quality control, improved 
deliveries. EveiVthing you need to 
make your operations more profitable. 


Wilton’s executive and 
administrative headquarters at Des 
Plaines, Illinois, is conveniently 
located adjacent to O’Hare Field. 
Here the company's computer center 
is also located, connected via 
terminals for instantaneous 


communication with Wilton manufac¬ 
turing plants around the country. 


"ir 


\^toit has a lot 
going for you 





































































Modem, automated foundry at Pontotoc, Mississippi 
produces Wilton’s tough, grey iron castings. 
Equipped with electric furnaces, air conditioning, 
programmed production control and more, 
it's designed for peak quality control 
and accelerated volume. 


WInehester, Tennessee 


Gearad up for production. Wilton manufacturing 
plants are constantly modernizing operations, 
adapting new tooling techniques and Improving 
production standards. The goal: to maintain 
Wilton's traditionally high quality 
while boosting output to meet 
growing product demands. 


Your Wilton distributor 

He's a good man to know. Because he's specially 
trained In workhoiding applications and the 
latest techniques. In addition he has the solid 
backing of a Wiiton factory specialist And with ^ 
large inventory, he can assure Immediate delivery 
So when a problem arises, or you’re looking 
for a more efficient, cost-cutting method, give yout 
Wilton distributor a call. You’ll find his 
service invaluable. 
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Wilton Products are 
carried by leading industrial 
distributors nationally. 
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New Winon MacMnists' Vises 





design changes make 
the best vise better 


MASSIVE ANVIL 280% more anvil area 
titan before and the largeat of any 
Machiniat VIee on the market 


VISE BODY-18% heavier-made 
with Ductile Alloy etreia parts— 
practically Indestructible 


EXCLUSIVE horizontal DESIGN 
means that the nut bears on the entire 
vise body and provides straight line pull 
for the apindle-giving a remarkably 
Strang “power tunnel . Thraais of the 
spinde can*twear out-making for a 
Lmtime Spindle arid Nut 


Industry’s favorite Machinist Vise for over 30 
years has been made better, it’s more of a 
“workhorse" than ever—and here are solid 
reasons why. 


Stressed Parts of Ductile Alloy areas of 
greatest stress have been “beefed up" with 
ductile alloy-for the strength .of steel - 50% 
stronger than gray Iron vises. 


Sealed Construction ail moving parts 
totally enclosed. Locks in lubrication— 
minimizes abrasive dust and moisture, 


Wilton Guarantee Wilton Machinists’ Vises 
are unconditionally guaranteed for 5 years. 
The internal parts—spindle and nut—are 
guaranteed for a lifetime. 
















THROAT DEPTHS tlw ml to«t of vise 
capacity is throat dapth-and Wilton 
Machinists* Visas have the depth to 
meet tough |ob requlfaments^ 


SUP PROOF SWIVEL LOCKING all 
swivel base models rotate 36fl* and have 
new serrated locking base with 
’ double lockdowns. 


PRECISION SLIDE BAR steel key guide 
in broached keyway of cylindrical 
housing Insures precision fit of .002- 
very minimal side play 


r 


! 
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For ne«^ design features 
see pages 2 and 3 



swivel base 


slatjenapy ^ 
base 


Unique design features (see pages 2 & 3) make the 
WIiton Machinist’s Vise Industry’s favcrite. Swivel de> 
sign Inciudes smooth 360' rotation and positive lock 
positioning. Conforms with Fed, Spec. 6QG-V-410a, 
Type VI, Class 2. Protected by fiveyear Wilton Guarantee. 


Same unique design features as described on pages 2 
and 3 except swivel base. Can be readily converted 
to swivel base type with the addition of Wilton's swivel 
assembly. Conforms with Fed. Spec. GGG-V-410a, 
Type VI, Class 1. Protected by fiveyear Wilton Guarantee. 


m 




SPECIFICATIONS 


Catalag 

Number 

JttW 

width 

Maxthiuhl 

Opvfifiig 

Diipth of 
Ttifoat 

OMpptng 

WtrLbs. 

250S 

2W 

3" 

1%' 

13 lbs. 

3008 

T 

4^4' 

2%" 

29 lbs. 

3608 


5 

2%' 

48 lbs. 

4008 

4" 

evi" 

3V2" 

67 lbs. 

4608 

4V2” 

, 7Vj* 

4V«' 

79 lbs. 

5008 

5" 

8” 

4>/4' 

98 lbs. 

8008 

6" 

10' 

5Va' 

164 lbs. 

8083 

8" 

12' 


248 lbs. 


SPECIFICATIONS 


Catalog 

Numbar 

Jew 

Width 

Maximum 

Oponing 

Dapthof 

Throat 


280N 

2.Va' 

3“ 

i%" 

11 lbs. 

SOON 

3" 

4^4" 

2»/*" 

25ibs. 

350N 

3Va" 

5 

2%" 

41 tbs. 

400N 

4' 

eVa" 

3Va" 

56 lbs. 

450N 

4Va" 

7Va'’ 

4V#'' 

69 lbs. 

SOON 

5" 

8" 

4V4" 

86 lbs. 

600N 

6" ■ 

10" 

SVa" 

153 lbs. 

SOON 

8" 

12" 


227 lbs. 
















Quality Wilton design (as described on pages 2 & 3), 
plus added worlcload capacity, make this vise the work¬ 
horse of the line. Case hardened pipe jaws are milled 
from solid tool steel-clamp any cyiindricai object 
Serrated top jaws have been made 25% larger for 
added clamping capacity. Available in 360” swivel base 
only. Conforms with Fed. Spec. QQQ-V-410a, Type IV. 
Protected by five year Wtiton Guarantee. 


SPECiPiCATIONS 


Catalog 

Ntimlm 

Jaw 

wim 

npe 

Capaelty 

Depth 

of 

Thnmt 

Max. 

Open¬ 

ing 

ssfte 

C-0 

3V2' 


AV*” 

4* 

55 lbs. 

C-1 

4V** 

Ve-SVa* 

4%" 

6* 

60 lbs. 

C-2 

5* 

Va-4yj* 

5%* 

7* 

113 lbs. 

C-3 

6" 

V4-6* 

7%" 

8* 

192 lbs. 


comliination pipe and bench vISBS 


For new design features 
see pages 2 and 3 


ewivel base and swivel jaw vise 



teel reeni vises 


Built to quality Wilton Machinist Vise design standards 
(as described on pages 2 & 3). With pin In place, swivel 
back jaw is locked Hgidiy in place, holding the jaws 
accurately and solidly parallel. Removal of pin permits 
swivel jaw to align with Irregular or tapered pieces. 
Avaliqble with 360* swivel base only. Conforms with 
Fed. Spec. GGG-V-410a, Type VI, Class 3. Protected by 
five year Wilton Guarantee. 


SPECIFICATIONS 

Catalog Jaw Maximum Depthof Shipping 

Number Width Opening Throat Wt,Ui8. * 

4S0SJ AVi" 7Vj" 4y>6'' 72 lbs. 



High arch jaw profile and square throat capacity make 
tor the ideal tool room vise. Raised and chamfered jaw 
faces offer a slim profile for maximum working con¬ 
venience from all angles-allows filing of the work- 
piece—not the vise. Square throat capacity offers top 
working capacity-throat depth usually available in S”- 
jaw width vise. Large anvil and lifetime lubrication are 
standard. Available in swivel or stationary base. Pro¬ 
tected byfive year Wlltoh Guarantee. 

SPECIFICATIONS 

_ ‘ Max. Depth 

Catalog Jaw Open- of 

Number Width , «ase ing Throat 

4500S AVi” Swivel 6* 4 Vj'' 67 lbs. 


Shi 


Lbs. 









HMIIBVim OinDOOR m/Ull BBIffl 




NICKEL PLATED 
HAI^DWARE 
- RUST RESISTANT 
PROTECTION IN 
ANY WEATHER 


LARGER 


AU NEW PIPE JAW DESIGN-SELF- 
AUGNING-CENTERTHEMSELVES ON 
WORK PIECE-MADE OF HARDENED 
STEEL 


CLAMPING 


Construction Sites 


The first completely weatherproof vise—and it’s built 
with the same design features of the Wlltpn Machinist's 
Vise. (See pages 2 & 3.) 

Aii hardware —spindie, top jaws, pipe Jaws and swivei 
base iock downs are coated with dull nickel plating for 
rust resistant protection. Special weatherproof paint 
protects the vise casting from the elemente—for ulti¬ 
mate protection against corrosion. Available In swivel 
base only. Ideal for any heavy duty outdoor operation. 
Protected by the five year Wilton Guarantee. 




utility Trucks 


SPECIFICATIONS 

Cstatsf Jaw 
Number Width 

AW35 Z'h” 


Max. Depth Shpg. 
Pipe Open- of WL, 
Capacity tng Throat Lbs. 


VfZVi” 4" 4%*" 55 lbs. 


it 















SQUARE THROAT 
CAPACITY 
-gives you the 
throat depth of 
larger vises 


Tightens to 6,000 Ibs.U^ of clamping force wltf 
Just a touch. 

Seif contained hydraulic booster. Including piston and 
oil reservoir, does all the work—and is maintenance 
free. Eilminates ali manual labor in tightening the vise. 
Simply turn the vise handle until the jaws come In con¬ 
tact with the workpiece. Continue to turn the spindle 
and the booster is activated-developing 6,000 lbs. ol 
clamping force. It's like power steering. 

All the unique WIiton design features (see page 2 & 3) 


such as lifetime lubrication, sealed construction and 
precision workmanship are standard. 

Square throat capacity provides the throat depth of 
larger vises. High arch jaw profile offers a slim profile 
for maximum working convenience from ali angles- 
permits filing of the workpiece—not the vise. 13 square 
inches of anvil surface give added working ability. 
Smooth jaw faces are standard. Available with swivel 
or stationary base. Backed by the five year Wilton 
Guarantee. 


HIGH ARCH 
JAW PROFILE 

-letsyou file 
the workpiece, 
not the vise. 


SPECtRCATIONS 

CsUikHi Juw 
NumSS ¥i^h Base 


Male 

Open¬ 

ing 


Depth fihpg. 

of wt. 
Throat Lbs. 


451 OS 4 V 2 ' 


Swivel 


6 ' 


AVi”' 68 lbs. 





precision Jewelers' vises 



Accurate workmanship plus Wilton design features 
(see pages 2 & 3) provide this '‘mini” WIiton with great 
clamping strength and accuracy despite Its small size.^Kl 
Smooth steel Jaws are standard — alternate types avail- 
able to meet other requirements. Conforms with Fed. 

Spec. GGG-410a, Type V, Class 2. Protected by five 
year Wilton Guarantee. 


SPECIFICATIONS 

Max. Depth Shpg. 

Catalog Jaw Open- of Wl, 

Number Bate Width ine Throat Um. 


20S Swivel 2" 2V4" 416 lbs. 

20 N Stationary 2" 216" 116" 4 lbs. 



jaw caps... made to fit sny siie Vise 


i 


■J 
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Designed to avoid marring the surface of softer metals 
and to protect jaw faces. Wilton Jaw Caps have polished 
faces and pliable copper extensions for a sure-grip fit 
on any make vise. 


SPECIFICATIONS 
Cat No. Width of vise jaw 



404 

Copper 2" 2 V 2 " 3" 3V2" 4" AVi” S" 6" 

Jaw Caps 


cadet ante mechanics'Vises ^ 



With less weight and throat depth than Wilton Machin¬ 
ists' Vises, the Cadet Is suited for medium duty work- 
loads»from automotive repair work to routine main¬ 
tenance operations. Replaceable jaw Inserts available- 
swivel base is standard. 


SPECIFICATIONS 


Cataiog 

Number 

Jaw 

Width 

Maximum 

Opening 

Depth of 
Throat 

140 

4" 

SIV 

2^4" 

145 

4 V 2 '' 

sv/ 

2^4" 

150 

5" 


ZVfT 



42 lbs. 
55 lbs. 



















milliim machine vises 



Unusually large openings and throat depths combined 
with iow overall height, make these Wilton Vises ideal 
for accurate trouble free miiling. Jaw faces are surface 
ground and easily repiaceable. (Templates showing jaw 
details are available upon request). 

Model RX-45 has unique patented replaceable surface, 
ground steel bed plate—making it possible to replace 
the most vulnerable portion of any machine vise. 



Both styles feature a solid, uninterrupted bed—eiimi- 
nating the guide slots, which accumulate dirt and chips. 
'Vii* forged steel box wrench for tightening included. 
Swivel bass graduations are engraved. Base of RXf4S 
provides generous coolant troughs. Both contain 
milted tongue slots for crosswise and lengthwise 
mounting. Protected by five year Wiiton Guarantee. 


SPECiFiCATIONS 



Catalog 

Number Description 


RX-45 Graduated Swivel Base 

RXN-4S Stationary Flanged Base 

RX-60 Graduated Swivel Base 

RXN-60 Stationary Flanged Base 


Wfdth 
of Jaws 

Max. Jaw 
Opanihg 

f>«pth of 
Throat 

Overall 

Height 

Shipping 

Wt^Lbs. 

4Va'' 

4V/ 

w 

4’yi4" 

61 lbs. 

4V2‘' 

4V4* 

V/a- 

37i4" 

50 lbs. 

S' 

SVa" 

3* 

6'7w'’ 

133 tbs. 

6 " 

SVa” • 

3* 

SW 

99 lbs. 


► 


t 







EXTRA LARGE WORKLOAD CAPACtTY-Maximum |aw opening Is greater than 
law width * permitting the vise to hold larger workpieces than 
conventional drill press vises. 
















FOREVBYJOB... 


Accurate machining and assembling combined with moderate pricing make 
this drill press vise ideal for many applications—from drilling to tapping to 
reaming. Both sides and the end are precision machined—meaning vise and 
workpiece can be turned on either side or the end for continued work—and 
without changing the position of the workpiece in the vise. Movable jaw plate 
is smooth — stationary insert is grooved. 


SPECiFiCATIONS 


Catalog Jaw Max. Jaw Depth of Ovaralt Shipping 

Number Width Opening Jawa Length Weight 


25 2 Vj" 2 */i 6 " 1 Va” TU 7 


Precision machining, large workload capacity and 
available Rapid Action Nut make this vise perfect for 
even the most difficult drilling, tapping or reaming. 
Precision machining at right angles to the bottom 
means that by laying the vise on its side you can turn 
a workpiebe90'’-and drill again. Available Rapid Action 
feature allows the vise to automatically disengage with 
a counterclockwise handle rotation-and the jaw is 
then free to slide in either direction for fast loading 
and unloading. Clockwise handle rotation engages nut 
for powerful tightening and a sure grip. "Beefy" casting 
makes this vise 30% heavier than conventional models. 

SPECiFiCATIONS 



RAPID ACTION NUT—means fas| loading and unloading 
—saves dme and speeds up production. 


Catalog Jaw Max. Jaw 

Number Width Opening 


1035 

3 V 2 ” 

4'/." 

1135 

3 V 2 " 

4V.*'' 

1045 

41 /,- 

4%" 

1145 

4%" 

4%" 

1060 

6 " 

6 %- 

1160 

6 " 

6 %" 


Depth of Type of Shipping 

Jaws Nut Weight 


1%* 

conventional 

9ibs. 

IV/ 

rapid action 

9 ibs. 

IVe" 

conventional 

16ibs. 

IVe" 

rapid action 

16 ibs. 

2'A’’ 

conventional 

28 ibs 

aVe" 

rapid action 

&8 ibs. 


Full 90" adjustment permits accurate work at any angle- meaning fast set up 
time in tapping, drilling or milling operations. Precision machining and 
quality materials assure durability. Movable jaw plate Is smooth-stationary 
insert is grooved. Has front and rear mounting flanges for set up on machine 
tables. Vise can be used in ordinary manner as weii as at an angle. 


SPECIFICATIONS 

Catalog Jaw Max. Jaw Depth of Overall Shipping 

Number Width Opening Jaws Length Weight 

25A 2yj‘' 2V2 11 / 2 " 9" 13 










HOME WORK 



fll|i grip Vise 


utllty workshop vises 


, The most versatile vise ort the market-the F|lp Grip 
I clamps wood - metal—or pipe in the vertical or horizon- 

I tai position. 6 square inches of clamping surface for 

wood. Insertabie serrated steel metal working jaws are 
standard along with powdered metal pipe jaws and 
swivel base. Packaged In four color point of purchase 
cartons. Ideal for home workshop enthusiasts. 

-I U. S. PATENT NO. 3,S7S,»1S 

Ij— -1- -nni I, irji.i . . , „ 


SPECIFICATIONS 

Catalog daw Maximum Pipe Shipping 

Number WiW Opening Capacity WI^um. 


594 4" 4* V/-2Va* 22 lbs. 


A rugged and moderately priced vise for the profes¬ 
sional craftsman or home workshop enthusiast Quality 
features, such as serrated steel replaceable top jaws, 
steel repiaceabie pipe Jaws, swivel base, large anvil 
and forming horn enable the 640 line to handle a variety 
of Jobs. Finished In gray enamel and Individually packed 
In colorful reshippabie point of purchase cartons. 


SPECIFICATIONS* 

Catalog Jaw Maximum P(pe Shipping 

Number Width Opming edacity WtJJ^ 


643% 3Va’ 4* V*-2* 19lba 

644 4" 5" y8-2Va‘' 31 lbs. 

645 5* • 5%" Vi-2Vj'’ 41 Ibs. 

















SHOP VISES 



A top notch, low priced vise for home use. Home Vises 
feature built-in pipe jaws, repiaceabie serrated steel 
top jaws, locking swivel bases, built-in anvil and 
brilliant red enamel finish. Each vise Is packaged In a 
colorful point of purcha'^ carton. 


SPEGIFICATIONS 

Catalog Jaw Maximum Shipping 

Number Width Opening WL,Lbs. 


535 aVi" 3" 11 lbs. 

540 AT 3^4' 14 lbs. 

550 5" ' AVa” 18 lbs. 




■ An ideal home or hbbby vise that clamps to any table 
orbfnchtpi). 

Bright chrprnium plated spindle and double guide bars 
assure spiobth clamping action. Jaw facings have 
smooth maq,hined'sui^ai^es. Painted in brilliant red 
lacquer-inciWiduaily packaged. 

' SPEOI^/^jONS ' 


IVIBAfr 

Catalog 'Jaw Maximum Throat Base Shipping 
Number ^^ndth Opening Depth Opening Wt., Lbs. 


425 2 V 2 " 2 V 2 " IVu’ 1’^^u' 5 

430 3" 3"' 1%' IVa” 6 


elemenlapy shop woodworicops' vises 



ideal for the student craftsman, or hobbyist. Designed 
primarily as a light weight vise for elementary school 
shops-this vise meets the requirements of a wide 
range pf light duty clamping Work loads. Jaw surfaces 
' are machined. Mounts easily against bench tops up to 
2 Vlt''thick. 


SPECIFICATIONS 

Catalog Jaw 

Number Size 


88 3 X 6J4" 7" 11 lbs. 




Maximum 

Opaiiing 


13 
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QUICK REPLACEMENT 
MOUNTING WOODEN JAW 
Wood Jaw faces can be 
replaced fast without 
removing bench mounting 
screws. Two tapped holes 
are provided for bolting 
wood faces to vise. 


Tamperproof, Injury- 
proof Jaw design 
eliminates exposed 
front nuts. 


Convenient 
and handy 
dog-for secure 
grip on stock. 


Boyproof calculated 
shear pin In spindle 
head prevents 
Intentidnal damage. 


VISE NUT DISENGAQEO 


Clockwise rotation 
of spindle 
opens nut 


Counterclockwise 
rotation of spindle 
closes nut 


Nm Design Witon Prafessioiial 































Quaity Wtadworkfeig Vises 



EA8Y MOUNTING 

Mounting takes 
only 3 minutes. 
Open-end slots slid 
over pre-Jnserted 1 
boHsInwork benct 


O e tsl e g Jew lypeof Typeof Maximutn Shipping 

Nwwbef Sfae Nut _ Hamfle Opening 

MA 4^x7^ Continuous Screw Aluminum 9^ 31 lbs. 

S7A 4 ^x1^ Rapid Acting Aluminum 9^ 32 lbs. 


EXTRA STRENGTH 
Re-desiined semi-steel 
casting-more ‘‘beef* 
and strengtii at stress 
points. The strongest 
woodworking vise on 
themarketl 


lOr VISES-CONVENTIONAL DESIGN 




Type of 

Niit 

Yn>*ef 

ilaiiioiim 

Opaning 

SMpping 

WUIlbs. 

62W 

4'xi<r 

Continuous Screw 

Hardwood 

12 * 

35 lbs. 

62 A 

ATx-iOr 

Contfhuous Screw 

Altiminum 

ly 

Sffibs. 

S4Vir 

ATxlV 

Rapid Acting 

Hardwood 

12 " 

36 lbs. 

64A 

ATxICr 

Rapid Acting 

Aluminum 

12 " 

37 lbs. 


Lifetime iubricated spindle 
and guide bars stay dirt-free, 
slide effortlessly. 


LEFT HAND OFFSET VISES 

Extra deiTiping ability^ convenience and economy, regardless of bench arrangement 
Wilton left or right oftet vises provide same jaw srea as conventional T vise, plus a 
full ot varUcal clamping area— as much as a IQT vise. 


r VISES-NEW DESIGN 


CPbdsg 

cSLisr 

1 Jaw 

8ba 

Type of " 

Nut 


Maximum 

Opening 

Stiippint 

Wt,Lba. 

51W 

eiw 

4‘'x7' Continuous Screw 

Hardwood 

sr 

31 lbs. 

S1A 

«tA 

4^x7” Continuous Screw 

Aluminum 

S' 

32 lbs. 

S3W 

63W 

4rxT 

Rapid Acting 

Hardwood 

9* 

32 lbs. 

53A 

t3A 

Ar%T 

Rapid Acting 

Aluminum 

9 

33 lbs. 






































7 by 7' Wilton Pratessional 
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EASY MOUNTtNG 
Mounting takes 
only minutes. 


QUICK REPLACEMENT 
MOUNTtNQ WOODEN JAW 
Wood Jaw faces can be 
replaced test without removing 
bench mounting screws. Two 
tapped holes are provided for 
bolting wood faces to vise. 


Available with 
Wllton*& rapid acting nut 


U.S. Pat No. 3377061 


[ 




• •[ 


CONVENTIONAL T VISE 

Jaw face is centered over guide bers 
and spindle. Verttcil clamping surface 
limited to l-inch by the guide bar. Jaw 
face is 4 inches deep — 4 sq. in.l 



NEW *7 BY T VISE 

Jaw face is L-shaped, 7 inches wide 
and 7 inches deep. Offset guide bate 
free 3 inches of Jaw face for vertical 
clamping surface » 21 sq. in.l 






















































Quality Wbodvroridiv 



All moving parts life-labricated, 
handle assembly Is wearproof 
and boyprooft and It's 
guaranteed unconditionally 
for 3 years. 


EXTRA STRENOTH 
Re-deslgned aemlHSteel 
castfng^more '*beer anc 
strength at stress points. 


New all steel dog is 
adiustable 1-lnch am 
locking. 



r by r WOODWORKERS’ VISES 


Catakn 

Number 

Jaw 

Ste 

Jaw 

Opening 

lyp* 

of Nut 

Handle 

wSffi! 

76A 

TxT 

y 

Continuous 

Aluminum 

32 lbs. 

77A 

TxT 

y 

Itepid Acting 

Aluminum 

32 lbs. 


NOTE: Vises are shipped with dogs in position for left-hand mounting. When vises for 
right-hand nmunling are desired, specify ‘‘Righr’ when ordering. 
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Wilton Univopsal Turret Vise 



i 


f 


A Wilton exclusive, the Universal Turret Vise features: 


Positive Oversized Turret Lock blocks vise securely 
in desired position, 

Semi-Stee^l Castings-insure longer life-stronger 
dependable construction features stand up to hard 
student use. 

Mounts approximately ftush with a 2V4'' bench top. 


Shaped Clamping Jaws-offset to allow vertical 
woodgripping in addition to horizontal applications. 
An overall wood-gripping surface of 26 3/4 square 
inches. 

Twin Guide Bars-guarantee tight precision and 
accuracy. 


UNIVERSAL TURRET VISE 

A 




tt*s a. woodworking vise—turn it—it's a metalworking vise. Metalworking side has 
replaceable serrated steel jaws and cast-in pipe jaws. Woodworking is offset to left 
for vertical work, and equipped with hardwood faces. Both metal and wood jaw faces 
and sides are precision machined for perfect jaw alignment 


Catalog 

Number 

Type of 
Handle 

Wood¬ 
working 
Jaw Faces 

Metal¬ 
working 
Jaw Faces 

Pipe 

Capacity 

Maximum 

Opening 

ssrtK 

91A 

Aluminum 


. 1'~x 4* 

Va** to4W 

SW* 

36 lbs. 



































C-Cbiivs & SiKGlal Cianiis 
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slamgesli spindle 
ever developed. 



Wilton quality is backed up by a guarantee. The entire Wilton 
clamp ~ spindle, frame and pad — is guaranteed not to break 
in normal use. Any Wilton ciamp broken in normal service 
will be replaced by a new Wilton clamp of the same type and 
capacity. That’s how confident Wilton is of the materials and 
workmanship in Wilton clamps. 


It's steel that’s hardened clear through ... won't bend, warp or 
fatigue, and It’s guaranteed not to break in normal use. it's an 
amazing new steel made by an elevated-temparature, drawing 
process, it’s harder than most high-cacbon steels, and hard 
clear through — no soft centers like those In case-hardened 
steel. Wilton, fatigue-proof, clamp spindles won’t bend or warp — 
won't develop metal fatigue and suddenly snap the way high- 
carbon steel spindles sometimes do. They are the only clamp 
spindles guaranteed not to break In normal use. 
















HERE ARE MORE GOOD 
REASONS TO SPECIFY 
C-GLAMPS 





WItton C-Clamfis have an exct^ve» Pamui* 
Pad awIvaL A steel retaining ring holds the 
pad in place on the hall end of the screw - 
lets It swivel to bear evenly on clamped part 


— never need otiingf 
itigue-proof spindles are factory 
I for life with Molybdenite - the now, 
dr^ lubricant that wont wear off. won't rub 


MdybdenHe protects spindle against rust — 
won't pick up abrasive dirt chips or fiilngs. 
These are the cleanest, strongest smoothest 
operating'spindles ever made. 



Tests show Perma-Pad swivels withstand 
even repeated hammer blows - will never 
come off in normai usage. 



Crimped pad used on OCIamps of ordinary 
design and manufbcture pop off quickly 
under pressure of hammer. Wilton's Swivel 
Pad staVed in place and stayed useable. 
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rated 


REGULAR DUTY 
STANDARD THROAT 


SERIES 


The Series 800 has the strength and “beef of forged 
steel because It Is forged steel. But It has a price 
like a cast clamp price. 

The 800 Series Is recommended for regular-duty work 
not requiring unusual throat depth. Since It’s drop 
forged from specialty selected steels, 800 Series 
clamps are tight enough for production line use. 


These clamps are equipped with Wilton Perma-Pads, 
guaranteed not to come off in normal use, and with 
lifetime lubricated spindles of fatigue-proof steel. The 
spindle is threaded with a special, precision-cut, 
single-lead, Acme thread. All 800 series are finished in 
grey enamel. Bulk-packed in partitioned, master carton, 


Citslosi 

Number 

CapeoHy 

Throat 

Do|Nh 

Dpindle 

DIaneler 

Mlniroum 
Proof Test 
Lbs. 

Weight 

Lbs. 

882 

o"-r 


K" 

2700 

1% 

808 

0" - 3" 

f 

3000 

1% 

804 

0« - 4" 


3700 

2«i 

808 

0" - 6" 

§■ 

Jf' 

4500 

4 

808 

2" - 8" 

gw 

5200 

GVi 

810 

w-nr 

3«” 

K* 

6000 

9% 

812 


r 

8000 

1ly4 


22 


PERMA-PAD* 
ADAPTOR SWIVELS 



Here’s the easy way to update all your C-Clanrms. Now 
you can install PERMA-PAD swivels on any C-Clamej 
(regardless of manufacturer) having one of the spindir 
diameters shown below. Only tool required ror In 
stallation Is an ordinaiy screwdriver. 


m 


Catalog 

Number 


811 

812 

813 


Major 

Diameter 























SERIES 

400 


REGULAR DUTY 
EXTRA DEEP THRDAT 


m 


Here is a C-Clamp that combines greater throat depth 
with the added strength of drop forged steel. All the 
other Wilton exclusives, too, Including individual 
boxing, grey lacquered finish, and patented Perma- 
'ads. Precision cut single lead Acme thread. 


Sizes No. 408-through 412 available with full length 
spindles at 15% additional charge. Extra deep throat; 
from 2 ' to nearly G", in seven sizes. Heavier, stronger 
spindle screws and handles. 



Catalog 

Numbar 

Capacity 

Throat 

DepUi 

Spindia 

Diamalar 

Minimum 
Proof Taat 
Lba. 

Waight 

Lba. 

402 

0" * 2” 

2" 

V 

3300 

1% 

403 

(T - 3" 

2Ji" 


3500 

2V4 

404 

0^* - 4" 


r 

4100 

3'/j 

406 

0" - 6'' 


r 

5400 

5V4 

408 

tr - 8" 

4Jf’ 

r 

5900 

TVa 

410 

2» - 10" 

SX' 

XT 

6200 

9% 

412 

2» _ ^2" 

sr 

X' 

9300 

12% 
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Ulilton dutq-rated forged 


REGULAR DUTY 
SQUARE THROAT 



SERIES 

4400 


You get a full four inches of clamping depth in a 
rugged, four-inch, forged-steei damp. That’s what 
square-throat capacity means. Wilton’s 4", Series 4400 
clamp has greater throat depth than most 6" clamps. 
And Wilton s Series 4400, 6" and 8" clamps give you 
37% more throat depth than standard, “deep-throat" 
C-Ctamps. They do twice as many jobs by solving 
problems of Insufficient throat depth. Wilton's forged 
steel frames are guaranteed against breakage - so 
are the lifetime-lubricated, “Fatigue-proof steel" 


spindles with the Perma-Pad^ swivels. Wilton Series 
4400 damps are finished in grey enamel, and each 
is Individually boxed. 

Here's how square-throat capacity pays off. The 
damping jobs diagrammed below are handled easily 
with a Wilton, 4", squara*throat, Series 4400 clampj 
Clamping with any other model would require an 8"^ 
or 10" clamp. 


Catalog 

Ntimbar 

Capacity 

Throat 

Depth 

Spindia 

Diameter 

Minimum 
Proof Test 
Lbs. 

Wdght 

Lbs. 

4403 

0 " - 3 " 

3 " 


3500 

3 

4404 

0 " - 4 " 

4" 


4100 

4Vi 

4406 

0 *" - 6 " 

6 " 


5400 

6V* 

4408 

2" - S'* 

6 " 

X' 

5000 

9 


?4 


COMPARE... 



Clamping the L beam above 
to a U beam would ordinarily 
require an S-inoh Series 400 
clamp. But e 4-inch Wilton 
square throat does It with 
ease* With a square throat 
you can do more Jobs with 
fewer (and smaller) clamps* 



Neither a 4,6 or B-Inch Setie^ 
400 clamp could handle this 
clamping Job . * * you'd have^ 
to go all the way to the 10- 
inch size! But Wilton's 4406 
C-Clamp will handle it with 
depth to spare. And the 
super deep 4406 has even 
greater depth than a Series 
400,12-inch ciiamp. 



































steel C-demps. 
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E)CrRA HEAVY DUTY 
STANDARD THROAT 



The ultimate In massive ruggedness. Truly Inde- 
structibie. Such strength Is often Justified on the basts 
of safety In shipbuilding, heavy construction, or lifting 
by crane. Frames are forged carbon steel. 

Each screw Is machined from a single piece 
of square, cold drawn alloy steel, hardened and 
tempered. Atf clamps available with full-capacity 
spindles at additional charge. Clamps are shipped 
In bulk and come In the natural steel finish. 


HEAVY DUTY 
STANDARD THROAT 



Recommended for heavy Industrial and construction 
work demanding complete reliability. Frames are 
forged of special quality carbon steels. 

Spindles are turned from single pieces of 
square bar stock, threaded modified National Coarse, 
and come with hardened VVItton's exclusive Penna- 
Pad swivels. Individually boxed and finished In grey 
lacquer. 


Catalog 

Number 


0 



$ 

8 

10 

12 


CapaoHy 

Throat 

Depth 

Spindle 

ENameter 

Minimum 

Proof 

Test 

Lbs. 

Weight 

Lbs. 

Catalog 

Number 

Capadty 

Three! 

tMipth 

Spbidle 

Dtamater 

Minimum 
Proof Test 
Lbs. 

Weight 

Lbs. 

cr 

r 

X" 

2,800 

vT 

102 

ff'-2’ 

P’ 


7,500 

1% 

0" - r/u" 



5,600 

iy4 

103 

0*-3" 

X" 

8,750 

3 ' 

0" -1%" 

Xi" 

8,750 

2y4 

104 

(r.r 

2%" 

2X" 

X" 

10,000 

4% 

%" - 2%" 

2Ji" 

3Jf' 

3J-. 

4Jf' 

4)2" 

4)1" 


12,500 

4y4 

106 

1%''-6'' 

r 

11,250 

5% 

Vt" - 3%" 

X" 

16,250 

7 

108 

3y4’'-8'’ 

2X" 

2X" 


12,500 

7 

Va" - 4ya'' 

X" 

20,000 

10V4 

110 

SViMO". 

13,750 

8% 

2J4" - 5Jf' 
13f' - 6K" 
35f' - 8j|" 

sx" - m- 

7X" - 12Ji'' 

X" 

IX" 

IX" 

23,800 

27,500 

31,250 

35,000 

4O.OO0 

14% 

19V4 

27% 

32 

42% 

112 

7%''-12" 

2X" 


15,000 

ioy4 





UMton uiehlers’ clamps 




REGULAR DUTY 
SQUARE THROAT 



REGULAR DUTY 
EXTRA DEEP THROAT 


SERIES 


4400-S 


Square throat capacity — same, forged steel frames 


used on Series4400 clarhps (page 24?. Wilton welders’ 
clamps with anti-'Spatter shields are designed specif¬ 
ically for constant duty In welding shops. You get 
complete spatter protection plus a whole lot more. 
Vastly increase throat depth handles twice as many 
welding Jobs as conventional clamps of equal pad-to- 
anvil capacity. Spindles machined from special 
quality steel and hardened clear ithrough. Lifetime 
lubrication. Each clamp finished in grey enamel -and 
individually boxed. ' 

IWo-way tpMtor pratacHon. 
16-gauge, steel splatter shield en¬ 
closes and protects spindle. No 
sharp comers. No end caps to come 
off. 



SERIES 


40IH> 



Spindles, handles and pads are 
copper plated for greater splatter 
protection. Welding "berrlea” 
cant stick. 


Wilton Series 400-P with same frame sizes as Wilton 
Series 400 ciatfips (page 23). Anti-spatter, copper- 
plated spindles added. The Series 400-P features 
strong, forged-steel frames. All clamps individually 
boxed and guaranteed against breakage. 


D 





C«Mpg 

Number 

Capacity 

Throat 

Depth 

8 pliidie 

Dianwiar 

Minimum 
Proof Ta^ 
Lba., 

Weight 

Lba. 

Catalog 

Number 

Capacity 

Throat 

D^th 

8 plndle 

Dtaihetar 

Minimum 
Proof Teat 
Lba. 

Weigh 

tbs. 

4403-8 

0"-3" 

3" 


3500 

3V4 

40a-P 

0 " - 2” 

2 " 

X." 

t 

3300 

V/l 

4404-8 

0"-4" 

4" 

w* 

4100 

4% 

403-P 

0 " - 3^' 

2 )r 

2 Jf' 

SX" 

4X" 

C3/rr 

Wr 

3500 

Wa 

4400-8 

O'*-6" 

5” 

S'* 

5400 

816 

404-P 

0" - 4" 

4100 

2 V 4 I 

4408-8 

2 " - 8" 

6 " 

JT 

5900 

m 

406-P 

408-P 

410-P 

412-P 

0 " - 6" 

0 " - 0** 

2 " ^ 10" 
2 " - 12" 

Ji" 

X" 

5400 

5900 

6200 

9300 

6 V 2 

IIV 4 


€> 
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Wilton special clamps 


FABRICATORS' 
SPEED CLAMP 
REGULAR DUTY 


FABRICATORS' 
SPEED CLAMP 
HEAVY DUTY 


ASSEMBLY 

CLAMP 



Wilton's smooth-working, quick- 
acUng fabricators’ clamp saves 
valuable time In assembling, 
fabricating and welding. Simply 
slide the clamp head along the 
bar ’til it lightly gri^s the work— 
then swing the ciamping iever 
in toward the bar to grip snugly 
and permanently. The cam and 
ratchet action of the fabricators’ 
ciamp enabies you to achieve 
the desired amount of clamping 
force quickly and easily because 
clamping force is proportional 
to handle travel. Release in¬ 
stantly by pressing quick- 
release trigger. 


Wiiton, heavy-duty, fabricators’ 
speed clamps close and lock 
with same smooth, rapid action 
as regular duty clamps—release 
^th Just a touch of the quick 
release trigger—but provide 
greater holding force. All-steel, 
spring-tempered parts make 
them ideal for heavy industrial 
use, Ciamping force increases 
with handle movement—even a 
light pressure provides firm 
looking of work. Fabricators’ 
clamps stay in position no mat¬ 
ter what—won't loosen due to 
vibration or other causes. 


The all new steel clamp vyas spe¬ 
cially designed for sheet metal, 
wood glueing and light fabri¬ 
cating. Set-up is quick because 
the sliding member moves easily 
to a rough fit and final pressure 
adjustment is made with the 
steel spindle. 

Manufactured from high-tensile 
steel and hardened, the Wilton 
assembly clamp is iight-quiok 
and convenient to use—but has 
a tensile strength of 170,000 
pounds. Capacity is adjustable 
—up to 16* on largest model. 


FABRICATORS' 
SKEO CLAMP 
RECULAR DUTY 


ASSEMBLY 

CLAMP 


FABRICATORS’ 
SPEED CLAMP 
HEAVY DUTY 


Numbtr 

Capacity 

Throat 

Depth 

Mifiitniiiii 

Proof Taat 
Lba. 

Weight 

Lba. 

100 E 

5" 

2%" 

2000 

2 

10D6 

6" 

3y4" 

2400 

2 

1008 

8" 

4" 

2400 

2% 

1008 

10" 

4%" 

2800 

3 

1012 

12" 

5J4" 

3600 

4 

1016 

16" 

4%" 

3600 

5 

1206 

6 " 

3jr 

1500 

1)4 

1208 

8" 

4" 

2200 

2X 

1212 

12" 

SJi" 

3650 

5 

1216 

16" 

4M" 

3650 

6 

2110 

10" 

AX 

5400 

6 

2112 

12 " 

5^" 

5400 

7 
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Ulilton tool room and 



AUTO SET 
CLAMP 



SERIES 





Save set-up time and avoid makeshift clamping. On 
one workpiece, dozens or even hundreds, Wilton's 
Auto Set clamps provide quick, safe ciamping on 
any standard machine table with Idiots. And Irs so 
easy to set up with Wilton Auto Set clamps. A self- 
aligning thrust block adjusts Itself automatically to 
keep the clamping stud vetHoai regardless of the 
ciamping angle — clamping thrust is always straight 
down with Auto Set. The “holding” end -of the clamp 
rests on workpiece with a radius on Its nose providing 
sound bearing at any angle. The opposite end of 
the clamp rests directly on the table — no riser blocks 
or spacers to change or adjust. A “soft shoe” on the 
clamp protects the table — spreads pressure over a 
large area. 


Wilton Auto Set clamps are cast from ductile alloy 
steel and have a tensile strength of up to 60,000 psi. 
Clamping height varies from O^to 4 }^' with the fulcrum 
end resting on the table. Spacer blocks and longer 
studs permit Indefinite extension of the clamping 
height 


Cataloa 

Number 


Capaalty 


Stud Overall 
Slza Length 


Minimum 

Proof 

Teat 


WMght 

Lbt. 

Pair 


1000 

1010 

1020 

1030 

1040 

1050 


1 " - 

o"-2jr r 

0 " “ 3 ^ ’ 

0" - 4" 

0 " - 334 " 
0 "- 434 " 1 " 


416" 

S' 

r 

r 

8 %" 

9" 


10,000 

10,000 

12,500 

20,000 

20,000 

60,000 


216 

316 

516 

816 

10 

2116 
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PowRarm attachments provide ■ wide range of 
capacities for small and large workpieces, shapes 
and sizes — one reason why PowRarm meets the 
needs of experimental work. Shown: Model 345, 


PowRarm's low cost and exceptlonai versatllitv 
makes It practical for assembly line applications. 
Compact design permits easy mounting for portable 
applicetion. Shown; Model 344. 


T; 

I 

I 


il-) 



I 

M 

f. 


PowRarm is Ideal for work station appli¬ 
cations. It hrmly holbs the workpiece 
at any required work angle or position 
and allows the complete use of both 
hands fOr production. 















PowRarm handles any sizn job 
...fromXounce toXton or more! 

Chooae from a wide range of models for jobs the 
size of dectxoDic printed-circuit boards to automo¬ 
tive engine assemblies. Larger models feature self- 
contained hydraulic system for maximum work- 
holding power, and 2-stage control for partial 
tension during repositioning and full tension for 
stationary holding. 

Installation costs are near zero! PowKarm fits 
into any department or production line without com¬ 
plication. Jiist bring it in, set it up and it's ready 
to go. No costly alterations or time loss during in¬ 
stallation. 



FM WORK STATION OKRATION 

... ASSEMOLY LINE nOOUCnON 



PUTS THE WORKPIECE WHERE YOU WANT IT 
— HOLDS IT TIGHT TO FREE BOTH HANDS 
FOR PRODUCTION 


Much of the equipment used to step up work 
output, increELse employee efficiency Eind auto¬ 
mate production is costly to buy, limited in 
application and complicated to install. That’s 
why, today, nothing contributes more to pro¬ 
duction for less investment thsm Wilton 
PowKarms — the full-swiveling, 360° dead¬ 
lock work positioners. Here’s why: 


UNLIMITED APPLICATIONS! Aside from 




providing a wide range of models for every 
job size, PowRarms fit into any work situa¬ 
tion —at a permanent work station or on any 
assembly line or production flow within a 
plsmt. On the workbench you damp the piece 
into position just once — from then on 
PowREirm carries the weight. You can reposi¬ 
tion the workpiece quickly, as often as you 
wEmt with all the flexibility of PowRarm 
’’wrist action.” You work with both hands — 
faster, more ELccurately, easier all day. 


PowREum is equEiIiy adaptable to applica¬ 


tions such as assembly lines. Its initial low 
cost usually comes under the head of ’tool¬ 
ing” and conveyor alterations are seldom nec¬ 
essary. Workpieces are individually positioned 
on PowRarms and can be repositioned during 
the various stages of assembly as they move 
along in the production flow — thus eliminat¬ 
ing time-consuming clamping Emd uncUunping. 

PRODUCTION LEVELS RISE! — and re¬ 
main high throughout the day because most 
man-handling of Eissemblies on the bench or 
on the line is eliminated, and work effidency 
is incrsEised. 

REJECTS DECREASE! Slips are costly on 
intricate assemblies. Bedause PowRarm keeps 
the workpiece rock steady — and in the posi¬ 
tion that’s Eilways exactly right for the tool 
Emd the operator—it easily can pay for itself 
on the first Euosignment. 

IDEAL FOR RESEARCH AND DEVELOP¬ 
MENT! A wide choice of types and models, 
plus a fun Kmge of accessories and attadi- 
ments, makes the versatile PowRarm espe¬ 
cially adaptable to research work where job 
reqi^ements change from day to day. * 


I. 
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CATALOG NO. 

DESCRIPTION 

MtDQET346 

New design in¬ 
creases capacity and 
provides more posi¬ 
tive lock. Fast on-off 
action with horizon¬ 
tal handle. All parts 
are steel, cadmium 
plated. Mounting 
stud is Hi-24, 

JUNIOR 343 

Medium duty posi¬ 
tioner for use with 
work up to 30 lbs. 

Fast on-off action 
with horizontal-mov¬ 
ing lock handle. Body 
is cast aluminum 
with cadmium-plated 
steel parts. Mounting 
holes are U-20 std. 
threads on 2%** cen¬ 
ters. T-bracket al¬ 
lows interchang¬ 
ing attachments 
with larger units. 

APPLICATION 

Recommended for in¬ 
tricate electronic 
work including small 
printed circuits. 

Ideal for electronics 
or aircraft work — 
recommended for use 
with Wilton preci¬ 
sion vise or any spe- 
. cial fixture. 

MAX. WORK WT. 

6 lbs. at B** 

30 tbs. at 6^ 

BASE DIAMETER 

21^- 

W 

OVERAU HEIGHT 

IVa" 

SVa" 

SHIPPING WT. 

1 lb. 

4 lbs. 




PRODUCTION FLOW MOUNTINGS! 


Catalog No. 356 

NEW STEEL BENCH CLAMP 

All-steel bench clamp attaches 
quick and securely to bench tops 
up to 2** thick. Drilled and tapped 
for versatile mounting. 















Fan EVERY PRMMCTIIN OR SPEtUtLIZED JRR 




VEEP 344 

New design provides 
more worknolding 
capacity (up to 20 
IbsO and faster on- 
off Action. Horizon¬ 
tal handle easily 
accessible and well 
below level of work* 
H'* receptacle with 
set screw for vise^ 
printed circuit board 
holder or special fix¬ 
ture. Steel body^ 
cadmium plated. 



MECHANICAL 301 

Extra-strong, heavy- 
duty positioner witii 
exceptionally fast 
on-oiT action. Body 
is machined semi¬ 
steel. All steel parts 
cadmium plated for 
corrosion resistance. 
Mounting holes are 
^ 1-18 on center. 



HYDRAUUC 303 
Same size and 
strength as Model 
301 with hydraulic 
locking action to in¬ 
crease work capacity 
to 150 lbs. Hydraulic 
system is hand-oper¬ 
ated, self-contained 
and sealed with 
replaceable cups. 
Mounting holes are 
Ki-18 on center. , 


For light production 
assembly or electron¬ 
ic applications. 


Designed for high 
production assembly 
line applications — 
and workpieces 
up to 70 lbs. 


Rated for heavy- 
duty assembly, weld¬ 
ing, maintenance and 
tool room work. 


20 lbs. at 6** 
334 - 

414" 

3 lbs. 


70 lbs. at 12- 
61 ^ 16 " 
814- 

13 lbs. 


150 lbs. at 12- 
SW 
7- 

15 lbs. 


AND SPECIAL 



ATTACHMENTS 


Wilton provides a special 
line of PowRarm mount¬ 
ing attachments to speed 
and simplify production 
flow. These units provide 
fast, solid mounting of 
FowRarms on production 
line benches — and quick 
mounting in temporary 
shop installation and field 
service areas. 
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PACKABED PowRaRM COMBINATIONS 


POWRARM & ELECTRONIC ATTACHMENTS 

A variely p£ printed circuit holders on an electronic 
vise are available for use with PowRarm work position¬ 
ers. The use of a holder or vise, mounted directly to a 
PowRarm, allows workpieces to be inserted and removed 


quickly — yet positioned securely for the tool and op¬ 
eration during assembly. 

PowRarm combinations such as these are 
problems in positioning, holding and assembly thi 
out the electronics and allied industries. 


aiiu up** 



STJWOMD MMU9TMLE 

nirifTEO cjRcurr holdea 

Bracket adjusts borizoiitBlIy from 
3^ to 10^ Vertical posts are V- 
snioved erlde to fU** deep— 
allows workpieces to be iuserted 
and removed quickly without ad* 
Justlnu vertical posts. Holdw Mr- 
mits free access to drmilt nom 
both sides In any posttJon. Can be 
mounted direct to Vkp PowRarm 
No. 344 as Utustrated. 

CatalogNumber, Holder vtth 
344>nvfonn 372 

Shippfnf Weight 5 lbs. 

Catalog Number, Holder Only .3fi9 
Width Mfustment 3^-lOj; 

l%lbs. 


Height of Posts 
Shippini Weight 



**MECHANtCAL^' 

COMBINATIONS 

For rapid maas pro¬ 
duction lines, t^e 
**BCechaniear* posi¬ 
tioner combination 
offers heavy-duty 
Machinists* Vises 
with 2H or S'* jaws 
widths. Work load to 
70 lbs. Also avail- 
^le with light-duty 
jewelers* vise, with 
i** jaw width. 



MINIATURE ADJUSTABU 
PRINTED CIRCUIT HOLDER 
Mounts directly on Midget No. 
345 as illustrated. This compact 
assembly Is designed for low cost 
printed circuit production. Brack* 
ets adjust horizontally 3" to 6". 
Vertical pp^ are V-grooved (Vk** 
wide. deep) for speedy inser* 
tion and removal of workpiece, 
without adjusting posts. 


Catalot Number, Holder with 
PowRarm 371 

Shipping Weight 2 lbs. 

Catalog Number, Holder Only. 359 
Width Adjustment 3''*6'' 

Height of Posts 4" 

Shipping Weight 1 lb. 



EUCTRONtC VISE 
Designed for small subavembtles 
end printed circuit boards. Holds 
work firmly but gently. Jaws are 
rubber protected. Constructed of 
heavy-gauge steel with double 


arm No. 345 as lltustraltd. or 
Veep PowRarms No. 344; also 
Junior PowRarm No. 343 by re 
moving top plate. 

Catalog Number, Visa with 
345 PowRarm 
Shipping Wei^t 


uog Nui 
Jaw Width 
Jaw Opening 
Shipping Weight 


353 
3 tbs. 

.352 
2 ? 

6' 


I. 


PowRarm 


VISE COMBINATIONS 



THE ‘*VEEF* 
COMBINATION 

This combination is 
ideal for speeding 
up electronic or sim¬ 
ilar light assembly. 
Low-cost Wilton 
Utility vise provides 
top dependability. 
Smooth steel jaws 
standard; jaws 
width, AH'** 



THE **JUNIOR** 
COMBINATION 

Designed for elec¬ 
tronic. or other light 
assembly, the “Jun¬ 
ior” combination 
features a precision 
jewelers* vise. Built 
to utmost accuracy. 
Great locking 
strength despite 
small size« Smooth 
steel jaws are stan¬ 
dard. 



Ca^UttUin 
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DmerVtfwi 
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WMtb 

Opnfne 

Djatkaf 
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3015 

Maelriidsls' \nsa No. 2S0N 

2 K' 

4" 


24lbi 

"MiCIUNieilL” 

3013 

MocMnisis’ Visa No. SOON 

3' 

4%" 

IW 

37 lbs. 


3012 

JoiMlerVfseNo.20 

2 ' 

2 ". 

m 

17 lbs. 


154 

UUIityVlseNo.3S4 

2 M’ 

2 W 


5 lbs. 

■Mumoii” 

Ml 

jawoler Viso No. ^N 

2 ' 

2 " 


8 lbs. 
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ATTACIMENT SELECTOR CHART 

Customize any PowRarm for any application 

PowRarm is the most versatile work positioiier available. 

A complete selection of attachments and accessories lets 
you adapt PowRarm to almost any work situation—^with¬ 
out almost any installation costs or lost time. The quick- 
check chart below shows the number and type of attach¬ 
ments ihat are available for the complete range of . 
PowRarms. 









MIDGET 

VEEP 

JUNKNt 

MECHANICAL 

HYDRAUUC 

PowRarm 

Cat. No. 

345 

344 

343 

301 

303 

Mounting 

356 

356 

356 



Attachments 


348 

348 





357 

. 357 



Vise 

352 

352 

343 

20N 

20N 

Attachments 

i 


352 

250N 

250N 


/ 


1 

300N ' 

.300N 

Printed 

359 

359 




Circilit Holders 


369 . 




Special 

Accessories 



349 

349 

349 
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PowRarms at work 


Wilton PowRanns have countless applications, 
some of which are shown below. There’s a 
FowRarm modd to handle almost any size work- 
piece — from ^4 ounce to % ton. Second, these 
work-saving units are adaptable to integration 


with workpieces on assembly lines. Third, Fot^^. 
arms are complete, rea^y-to-use units. In addit^^K^ , 
a complete line of accessories is available for 
cial workholding applications. FowRarms are 
adaptable to custom-made fbctures by the user. 



PowRam Is aasily adaptable tg a custem- Modal 343 PowRarm with usermade (1) 
made fixture, such as this welding fixture mounting base and (2) clamping attachment 
designed by the user, Shown: Model 343. welded on swivel arm. 



Ideal for 

PowRarm becomes an integral part of ^ 
workpiece until Its completion* Show 
Model 343. 





With this user-designed fixture, PowRarm 
easily and Rrmly holds a weighty, difficult 
tO’handle workpiece. Shown: Model 303 
Hydraulic* 


In this conveyorized production Une^ 100 
PowRarm Models 301 are; used to hold 
gasoline engines for pre*assembly. 



Smallest PowRarm with bench cfairfp and 
electronic vise is used for quick, secure 
placement of electronic workpieces* 
Model 345. 














Hydnilic vises 
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POWRJAW HYDRAULIi 
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Converts any machine table into an integral 
hydraulic powered vise with tabie-iong capacity. 


A PowRjaw system is more than a machine tooj ac¬ 
cessory. It is an innovation in automated machine 
tool clamping that provides new important cost and 
labor-saving advantages, whether speed or high pre¬ 
cision is most important—or both. 

Unlimited Jaw Opening: PowRjaw convertsr the 
table of your machine into an integral vise or fixture 
with unlimited opening capacity. The movable jaw 
and opposing stationary jaw are anchored to the table 
by three 5/8" cad bolts—actually become part of the 
table. Loosen the cad bolts and set PowRjaw for any 
workpiece;, capacity is limited only by table length. 

Extreme Precision: PowRjaw's patented construc¬ 
tion guarantees machine tool accuracy. Stationary 
jaw is solid steel, has no moving parts, and is bolted 
to the machine table. The movable jaw is machined 
from a single block of steel. The mortised center an- 
S. ?.*" triple bolted to the machine table. The 

sliding outer section travels on precision guides fitted 
into internally bored guideways along the entire 
length of the body. Both parts are precision mated 
there can be no jaw rise. 

Since there is no bed, PowRjaw eliminates bed de- 
flection common to conventional machine vises^ 
PowRjaw is an integral part of the machine table and 
delivers all the precision of your machine tool's design. 

Full Usuable Jaw Depth; PowRjaw's low silhouette 
assures 100% usable working depth with minimum 
height. Jaw faces are the same height as the PowRjaw 
body^ bolts retessed. The stationary jaw has a work 
surface on either end; one is hardened serrated strel, 
the other hardened steel. 

4 Tons of Hydraulic Power: Two-stage clamping ac¬ 
tion provides up to 8000 lbs. of positive hydraulic 
clamping force to hold workpieces rock-solidjy. No 
chatter, even under the heaviest metal removing 
operations. Eliminates rework and scrap caused by 
work slippage! 



Milling, drilling and tapping operation outputs were increased 
from 20 pieces per hour to 100 per hour by the twin PowRjaw 
units on this Qntimatic tape controlled milling machine. 

This machine performs various operations on several product 
components. PowRjaws, which hold multiple parts securely and 
accurately, have increased work flow and reduced the per piece 
cost throui^ elirnlnation of slow hand tightening. 


Irregular stock for large, heavy drop forgtr dies is milled smooth 
quickly, thanks to PowR|aw. The operation was previously done 
on a shaper-^a much slower operation. 

PowRjaw offers a real advantage in work-’holdlng because it is 
bolted directly to the T-ilots on the table. This allows the piece ^ 
part to rest on the table giving greater stability, an absolutely 
sqiiare cut and more certain accuracy PowRjaw's high holding 
force minimizes chatter and. as a result, saves mnrhine drive wear 
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MACHINE VISE 





Reduces Tooling Investment: PowRjaw becomes a 
versatile and completely automatic production fix¬ 
ture when fitted With jaw adaptors designed for 
specific workpieces. Compact and cofnpletely porta¬ 
ble, PowRjaw can be shifted from operation to opera¬ 
tion. PowRjaw eliminates' hand-tightening, provides 
rapid reloading and clamping, sharply reduces tooling 
investment. 

Air/Hydraulic System: Provides up to 8000 lbs. of 
locking force at the touch of an air control valve lever. 
The integral PowRjaw power unit is a totally enclosed 
steel hydraulic cylinder. It may be powered by a 
Wilton air/hydraulic booster, by a hydraulic pump, 
or by an existing oil pressure system. 




Operation: A center anchor block and a 
movable outer section that travels on two 
internally-hardened guides form the main 
jaw. Hydraulic piston engages the^ mova¬ 
ble outer section, transferring 1/2"' stroke 
from the rear of the anchor block to the 
front. Return springs complete the cycle. 
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Afr/Hydraiilic 

With Separateiu 
Booster y 


780 

7B1 i 

701 

702 

Complete w'lth hydraulic hose, powr 
untt,8lr/hYdraulic booster, moveble 
and stetionarv jam with keys. 

Movable jaw only complete with 
power umt and air/hydraijlk: booster 

Movable |aw only with hydraulic 
power linlt. but without alr/hydraulic 
boostar (for use with alternate oil 
pressure source). 

Stationafy Jaw Only {for all models) 

1/2 

1/2 

1/2 

8000 lbs. at 

100 psi air 

80Q0^ls.at 

lOOpstalr 

BOQO lbs. at 
2000 psi oil 

130 

100 

50 

30 


Price of complete vl» system includes Booster Model 0110,5* hydraulic hose, hydraulic gauge, and foot operated air accessory 


kit #23-0057. 


3 $ 




























































































MILOMATIC AIR/HYDRAUUi 


Fully automatic for 
faster operation. 

Your machines produce more per hour if they're 
equipped with Wilton Milomatic milling machine 
vises. These vises provide pushbutton-fast loading 
and reloading, reduce time lost In hand, tightening. 
And with your own custom-made jaw adaptors, these 
vises become automated production fixtures convert¬ 
ible in minutes from setup to setup with a hand tool! 

The 4-1/2" Milomatic has low profile, small base 
area, graduated swivel or stationary mount—small 
enough for tight quarters. On the other hand, its big 
^1/2 jaws, deep throat, and rugged construction give 
itthe capacity for larger workpieces. And this model 
provides up to 4000 lbs. of holding force. The 6" 
Milomatic offers more capacity lii jaw width, depth, 
and opening, plus neaHy twice as much clamp¬ 
ing force. 

Compact and powerful, Milomatic models are 
adaptable to a wide range of work and machines— 
make high-production, automated clamping truly 
practical and profitable. 

Selection of f>ower Sources 

Procom vises are usually powered by compressed air, 
using a Wilton air,^ydraulic booster, Since the vise 
is purely hydraulic, it may also be powered by 
a Wilton or other hydraulic pump, or through an 
existing oil pressure system. For pump operation, 
order your Milomatics without the booster. 




Price of complete 4-1/2** vBe 
system Includes Booster Model 
0130, 5* hydraulic hose, 
hydraulic pressure gauge, and 
foot operated air 
#23-0057* 


6*' vise 
except supplied 
0110 Booster* 



miiwiiiauu os Auiomauc macnming Fixture 
Rigged with special jaw adaptors, the Milomatic Milling Machine 
VjM does double duty as an automated production line fixture 
and as an automated machine vise, A touch on the air control 
valve instantly locks the workpiece in this drilling and routing 
operation. 4-1/2" model is shown, Its low profile, small base area 
and graduated swivel aid In positioning the workpiece on this 
small machine table. 













MILLING MACHINE VISE 
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4-1/2''Model 

6 "Model 

4" 

B-1/4*' 

1-3/4" 

3" 

4-11/IB" 
6*1/2'* 

lB-3/0" 

1 

3/4" 

13/16" 

3- 7/16" 

4- 7/8" 


6 

H 

1 J 

K 

L 

M 

4-1/2"Model ' 
B'Mddel 

M/4' 

1-B/8’ 

4-1/2" ' 
6" ■ 

B" 

7;3/4' 

8-1/4' 

10-3/8’ 

ir 

13-1/8' 

MS/IB" 
13" ! 


Specifications 



Catalog 

niunberi 

com|)late 

lystam 

Typo of 
bau 

Widthof 

jaws 

Maximum 

jaw 

opeftlaf 

Oa^of 

jaws 

1 Maxiaiom 
power 
ctaifc* 

Sated 

lockiog 

fdieeat 

100 psi 
air 

Sb^phig 

we^ht 

compiets 

Ctteloi 

iitiiber 

vbeonly 

MN-450 

Stationarv 

Graduated 

4-1/2" 

4 

1-3/4" 

5/8“ 

1 4.000 tbs. 

84'tlis. 

2N460 

MS--450 

Swivel 

4-1/2" 

4 

1-3/4" 

G/8 

4,000 lbs. 

102 lbs. 

2S-460 

MN-600 

Stationarv 

Graduated 

6* 

5 

3" 

5/8*’ 

7.300 lbs. 

162 lbs. 

2N-B00 

^ MS-600 

Swfvel 

6* 

5 

3" 

5/8' 

7.300 tbs. 

IBB lbs. 

2S-600 







































































WILTOMATIC 

Am/HYDRAUUC BENCH VISE 




Powerful hydraulic muscle 
frees manpower 

Wiltomatic vises are fully automatic—opening and 
closing strokes obey the touch of a pedal. This saves 
time, increases production. 

The maximum closing force between the jaws varies 
from 2513 lbs. to 6891 tbs., depending on the par¬ 
ticular vise size used. Locking forces can be reduced 
by reducing input air pressure. 

The main screw and nut of the vise is engaged at 
all times,' this virtually eliminates change-over time 
between jobs, since the static jaw opening is set by 
rotating the handle, as in a conventional vise, 

And these vises are safe, even foolproof. Power 
stroke is limited to 1/2", even with the vise empty. 
Recommended operating procedure is to preset the 
jaws for the smallest possible travel that will allow 
Workpieces to be loaded without interference. 

Wiltomatic air/hydraulic bench vises operate on 
air line pressures from 30 to 120 psi, Locking force 
varies directly to the input pressure. For best results, 
Input air pressure from 65 to 100 psi is recommended. 


This air/hydraultc bench vise applies more than two tons of lock- 
ing force in this foundry grinding operation Equipped with a foot 
control, the vise frees both hands for other work. 


Specifications 


Cfttiloi 

llnbir» 

systini 

Jaw 

wttck 

UuUaMaNltnu 
law powar Dapthaf 
epmat alnilia dirott 

forc« 

Cttalti j 

OMte, 1 
vist 

Mly { 

WS40D 

4" 

switnl base type 

6" 1/2" 3-1/2" 

4700 lbs. 

5S400 

WS450 

4-1/2" 

6" 1/2" 4-1/B" 

5000 lbs. 

5S450 

wseoo 

6*’ 

6" 1/2" 4-3/8" 

6800 lbs. 

5SSOO 

WN400 

4" 

stationary base type 
B" 1/2" 3-1/2" 

4700 lbs. 

5N400 ^1^ 

WN45D 

4-1/2" 

6" 1/2" 4-1/8" 

5000 lbs. 

5N450 

WN600 

6" 

6" 1/2" 4-3/8"' 

6800 lbs. 

5N600 


Price of complete vise system includes 
Booster Model 0110, 5’ hydraulic hose, 
hydraulic gauge, and foot operated air 
accessory kit •23'0059. 

















CORRESPONDING CATALOG NUMBERS 

Thlt comporatIv« drarl wot oompllMl for th* convmtwic* of Eiuyort without any bitofit to draw a oomporiton. 
Blank >poc«« Indkoto thot to tho host of pur knovdodgo no compitHIvt mako* aro avoilablo* 

MACHINIST VISES-SWIVEL BASE 


Jaw 

Width 

WILTON 

Athol 

Columbfan 

Morgan 

Parker 

Reed 

Ridge 

2" 

20S 



— 


— 

— 

2W 

250S 



— 

— 

— 

— 

3" 

300S 

623 

603M2 

130 

973B 

203R 

31SN 

3W* 

350S 

62314 

60314M2 

135 

97314B 

20314R 

33SN 

4" 

400S 

624 

604M2 

140 

9748 

204R 

41SN 

414" 

450S 

62414 

60414AA2 

145 

97414B 

20414R 

43SN 

5" 

5005 

625 

605M2 

150 

9758 

205R 

51SN 

6" 

600S 

626 

606M2 

160 

976B 

206R 

61SN 

8" 

800S 

- 

608M2 

180 

978A 

208R 

BIS 


MACHINIST VISES - STATIONARY BASE 

1 


214" 

250N 






— 

3" 

300N 

613 

503M2 

30 

953B 

103R 

31PN 

3H" 

350N 

61314 

5031^M2 

35 

95314B 

10314R 

33PN 

4" 

400N 

614 

504M2 

40 

954B 

104R 

41PN 

414" 

450N 

61414 

50414AA2 

45 

95414B 

10414R 

43PN 

5" 

SOON 

615 

505AA2 

50 

955B 

105R 

51PN 

6" 

SOON 

616 

506A^ 

60 

.956B 

106R 

61PN 

.8" 

SOON 

- 

508M2 

80 

95BA 

lOdR 

81P 


machinist VISES- 

SWIVEL BASE AND SWIVEL JAW 



414" ' 

4505J 

644Vi 

40414 

345 

384KA 

40414R 

41SJN 


COMBINATION PIPE AND 

BENCH VISES 



314" 

C^ 

32314 

2031h 

87 

43314A 

1C 

33CPN 

414" 

CM 

32414 

20414 

88 

43414A 

2C 

43CPN 

5" 

C-2 

325 

205 

28814 

435 

3C 

— 

6" 

C-3 

326 

206 

28914 

436 

4C 

61CPN 

POWRSCREW 

AND MANUAL MACHINIST VISES 

-SWIVEL BASE 


4K"-Manual 

45005 

— 

— 

— 

— 

— ■ 

— 

4U"—PowrKraw 

45105 * 

— 

— 

— 

— 

— 

— ■ 


WOODWORKERS' VISES 


4''xr 
4"xr 
4"xl0'' 

4"xl0" 

4''x7" 

4"x7" 

4"xl0" 

4''xl0" 

4"x7" 

4"x7" 

7"x7'' 

7"x7" 

WILTON PRODUCTS ARE COVERED BY THESE PATENTS: 


51W/61W 

— 

7GDW 

10A 

25W 

7D 

W7CD 

51A/61A 

— 

7CDT 

10A 

— 

— 

W7CDT 

62W 


lOCDW 

20A 

26W 

10D 

WIOCD 

62A 

— 

lOCDT 

20A 

■nv 


WIOCDT 

53W/63W 

— 

7RDW 

100A 

445W 

7QD 

W7 

53A/63A 

— 

7RDT 

100A 

— 

— 

W7T 

64W 

— 

10RDW 

200A 

446W 

^ lOQD 

WIO 

64A 

— 

lORDT 

200A 

— 

— 

WIOT 

66 A 


V7CDT 

315A 

— 

— 

VL7RT 

67A 

— 

V7RDT 

318A 

— 

— 

vi7a 

76A 

— 

— 

— 

— 

— 

' — 

77A 

— 

— 

— 

— 

— 

— 


WILTON Vtses 
MKhinlsti* Vises 
Comblnetlon Pipe i Bench Vises 
Precision Jewelers' Vises 
U.S. Deslin Pat- No. 131409 
Trade Mark Registered 

WILTON Mltlins MKhIne Vises 
U.S. Patent Pending 
WILTOMATIC Power Bench Vises 
U.S. Patent No. 2693727 
Trade Mark Registered 
MILQMATIC Power Machine Viies 
as. Patent No. 2708381 
U-S. Patent No. 2708382 
POWRLOCK Setup Claoipr 
U.S. Patent No. 2752801 
Trade Mark Registered 
Wilton Woodworkers* Vtses 
U.S. Patent No. 2430458 
as. Design Pat. No. 0181115 


Wilton OFFSET Woodworkers* Vties 
tl.S. Patent Pending 
Wilton RAPID TITAN C-clamps 
U.5. Patent No. 2430458 
U.S. Design Pat No. 184288 
Trade Mark Registered 
PERMA'PAO (for C-cJamps) 

U S. Patent Ending , 

Trade Mark Registered 
PQWRARM Wdrk Positionen 
U.5. Patent No. 2559925 
Trade Mark Registered 
Wilton UNIVERSAL TURRET VIh 
U.S. Patent No. 3007358 
Wilton, CADET Mechanics* .Vises 
U S. Align Pat. No. 0*29738 
US. Asign Pat No. D*4«f26 
Trade Mark Registered 
Wilton SHOP KING Vises 
U.S. Asign Pat No. 164143 
Trade Mark Registered 


Wilton SCOUT Vises 
Trade Mark Registered 
Wilton TDRCD Vises 
U.S. Asign Pat No. 154001 
Trade Mark Reiistervd 
P0WR5LIDE Bridge Clamp 
0.8. Patent Pending 
Trade Mark Regiitered 
POWRJAW Machine Vise 
U.S. Asign Pat No. 3,307|843 
Trade Mark Registered 
POWRSCREW Hydraulic Tightening 
U.S, Patent No. 3,348,836 
Trade Mark 

Wiitnn 7" s ?■* Woodworkers’ Vise 
U.S. Patent No. 3,377,061 
Trade Mark 
Wilton FLIP-GRIP Vise 
U.S. Patent No. 3.675,916 
Wilton Woodworklm Vise 
Rapid Acting Nut 
U.S. Patent No. 3^99440 


CANADA —542038- 
5^29S0- 
596470- 
596471 - 
472713- 
0134-19815- 
0145*20901 - 
N. S. 21302 - 
019577 - 


• PowRIock 

• WlltOrnatic 

- MilOma A 

- MllDnutic 

• PowRarm 
-Cadet 

- Rapid Titan Clamp 

- Trade Mark Wilton 
-Shop King 


One or more of WH.T0N Products ata pat¬ 
ented in the following foreign countries 

Australia Japan 

Alglum Mexico 

England South Africa 

France Sweden 

Armany Switzerland 

Italy Spain 


Verloyi WU-TON Tool* am menufacturid under our Patent Lfeenaea In the following couittrleK England* Pranca. Oermany* Italy and Australia. 






TOOL DIVISION 


2400 EAST DEVON AVENUE 
DES PLAINES, ILLINOIS, U.SA 60018 


CHICAGO PHONE: 694-4440 
LONG DISTANCE: (312) 827-7700 


Sales Office: 

NEW YORK (212) 962-0640 
LOS ANGELES (213) 968-8344 


SCHILLER PARK, ILLINOIS 
WINCHESTER, TENNESSEE 
PONTOTOC, MISSISSIPPI 
BIRMINGHAM, ALABAMA 



IMPORTANT NOTICE TO PURCHASER 

Statements, technical specifications, and claims are based upon facts and ttstf which we belle«« to be reliable. Manu- 
fwturer*s only warranty expressed or implied Is to repair or replace products or parts'FOB factory, where necessary and 
where product has not been misused. Neither the manufacturer or distributor shall be'^llable for any infury or damage opt 
of the use or suitability of this product. It b up to the user to determine the suitability and safety of the product rar his 
intended use, and the user assumes all risks and liability therewith. 
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